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ERRATUM

. CHAPTER 2, page 5 and CHAPTER 4, page 8, lower figure.

Values of fuses are incorrect: — 160 mA should be 125 mA
— 315 mA should be 250 mA

. KAPITEL 2, Seite 5 und KAPITEL 4, Seite 8, untere Abbildung.

Sicherungswerte sind falsch: — 160 mA muss lauten 1256 mA
— 315 mA muss lauten 250 mA

. CHAPITRE 2, page 5 et CHAPITRE 4, page 8, figure ci-dessous.

— 160 mA doit étre 125 mA
— 315 mA doit étre 250 mA

Valeurs fusibles sont incorrectes:

. TECHNICAL DATA, CHAPTER 9, page 23.

A. Frequency response (sine wave)
— 10% at 1,25 Hz for 66% f.s.d. reference

IEC484.8.1.2
— 10% at 3,5 Hz for 10% f.s.d. reference
should be read as:
— 10% at 0,8 Hz for 66% f.s.d. reference IEC484.8.1.2.

— 10% at 0,8 Hz for 66% f.s.d. reference

B. Stray voltage rejection
A.C. CMRR 96 dB should be 130 dB
A.C. SMRR 32dB should be 46 dB.

. Figure 1, page 27.

The values of the resistors R209, R210 and R211 should be changed from 140 k to 681 k.
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