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NEW THICK CABLE CONNECTING TO TERMINAL 7
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DEPTH SOUNDER

SPEED SENSOR

12V POWER SUPPLY

GPS ANTENNA

VHF MARIPHONE

WIFI MULTIPLEXER

NECO DRIVE UNIT

RAYMARINE FLUXGATE COMPASS IN AFT MAST

HELLA RELAIS (CLUTCH)

RAYMARINE RUDDER POSITION INDICATOR

ST6001 RAYMARINE AUTOPILOT CONTROL

ST60 RAYMARINE DEPTH & SPEED & LOG

ST 40 RAYMARINE DEPTH & SPEED ST 40 DEPTH & SPEED

ST7001 RAYMARINE AUTOPILOT CONTROL

OLD REMOTE CONTROL TO CONNECT THE RAYMARINE RUDDER INDICATOR

NEW RAYMARINE S3G AUTOPILOT
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CONNECTION 5 is Equivalent to 9/16  USE NEW THICK CABLE
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1/16

6

7 Connect Cable 7 to blue wire of cable 5 outside the terminal

OLD THICK CABLE 5 CONNECTING TO TERMINAL 2 TOGETHER WITH BROWN WIRE OF CABLE 5

ST 60 WIND

ST 60 COMPASS

ST 60 DEPTH

INVERTED position:
the connections for the RED and GREEN wires
at the ST60 Rudder Angle Indicator instrument
(or course computer) must be reversed.
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Disconnect 11, 14, 15,16
 from DU
and connect to
Rudder  angle as per
S3G Connection

CABLE 2 BLACK 11 IS GREY RUDDER
CABLE 2 YELLOW 14 IS GREEN RUDDER

1616

15

ISOLATE

ISOLATE

INVERTED position:
the connections for the  YELLOW and BLUE wires
were wrongly connected by previous owner
so had to be inverted last minute
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